
EN 61242

2006/95/CE   2004/108/CE
2011/65/UE

Overall dimensions STANDARD (mm) Overall dimensions WITH BRACKET (mm)

N° 40 packages per pallet N° 40 packages per pallet

ENERGY
S A V E R

covered in 
shockproof 
plastic material

Cable reels series 280
earthing
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Colour:

STANDARD RAL 1004
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N° 1 packing  0,043 m3 5,0 ÷ 9,0 kg N° 1 packing  0,043 m3 6,3 ÷ 10,3 kg



Fixing bracket: 
Fixed-Adjustable

Usage environment 
temperature: -5 ÷ +40 °C

Cable inlet: 1,2 m

Attention: The system is downgraded depending
on the IP valve of the connected components.

EARTHING PLIERS

100 A 50 A 10 A

ANTI-DEFLAGRATIONP/N 735112P/N 735111

IP44 without protection cap IP45 with protection cap

P/N 728115 
Protection cap, made of oil 
resistant rubber is useful against the 
accidental entry of water or foreign 
objects inside the cable reels.

SPEED CONTROL
The version equipped with 
a clutch that allows a cable 
rewinding at a controlled rate, 
is characterized by the plate.

P/N 89003
Bayonet bracket, 
it allows an easier 
movement of the cable 
reels in the various 
workstations.
For the use of the 
adjustable bracket  
see page 10.

ACCESSORIES
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STANDARD ARTICLES

P/N
standard

Number of 
conductors

Cable type
Cable 

length (m)
Cable 

inlet (m)
Earthing pliers

1065 1 1 x 6 - H07 V-K 15 + 1 1,2 without

1161 1 1 x 16 - H07 V-K 10 + 1 1,2 without

1065P 1 1 x 6 - H07 V-K 15 + 1 1,2 P/N 735112

1161P 1 1 x 16 - H07 V-K 10 + 1 1,2 P/N 735111

1064P 1 1 x 6 - PUR 14,5 1,2 anti-deflagration 10 A

ARTICLES WITH SPEED CONTROL

P/N with 
speed control

Number of 
conductors

Cable type
Cable 

length (m)
Cable 

inlet (m)
Earthing pliers

1065F 1 1 x 6 - H07 V-K 15 + 1 1,2 without

1161F 1 1 x 16 - H07 V-K 10 + 1 1,2 without

1065PF 1 1 x 6 - H07 V-K 15 + 1 1,2 P/N 735112

1161PF 1 1 x 16 - H07 V-K 10 + 1 1,2 P/N 735111

1064PF 1 1 x 6 - PUR 14,5 1,2 anti-deflagration 10 A

Protection degree of electrical parts


